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(57) Abstract: The invention relates to a combined sensor and heating element (1) which is particularly suitable for a motor vehicle 
seat Said sensor and heating element comprises a sensor mat which comprises a carrier film (2) and a cover film (3), sensors (6) 
fsj which are arranged between the carrier film (2) and the cover film (3), and sensor conductor paths, in addition to a heating conductor 
— ■ ■ arrangement According to the invention, the conductor paths (4) of the heating conductor arrangement are integrated into the sensor 
mat 
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mil iniernmionolem Recherchenbericht 

Zur Erkldrung der Zweibuchstoben- Codes und der anderen Ab- 
kurzungen wird auf die Erkldrungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang jeder regularen Ausgabe der 
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(57) Zusammenfassung: Es wir edn kombiniertes Sensor- and Heizelement (1) beschrieben, welches insbesondere fur den Site 
eines Krafffiahrzeugs geeignet ist, umfessend eine Sensormatte, welche eine Trager- (2) und eine Abdeckfolie (3) und zwischen der 
Trager- (2) und der Abdeckfolie (3) angeoidnete Sensoren (6) und Sensorleiterbahnen umtasst, sowie eine Heizleiteranordnung 
Erfindungsgemass ist Vorgesehen, dass die Leiterbahnen (4) der Heizleiteranordnung in die Sensormatte integriert sind. 
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